
Founded more than 130 years ago
and operating in over 100 countries
around the world, Cochran are the

internationally acknowledged experts 
in the provision of packaged steam, hot

water generation and heat transfer
systems utilising shell boiler designs,
combustion and ancillary technology

constructed to meet the most stringent 
UK, European and international standards.

Cochran offers the range and flexibility to deliver
solutions that match the application; backed-up
by a complete package of technical advice and

design and manufacture, from the smallest
system through to the planning, management

and delivery of the largest turnkey projects.

The total Cochran offering extends to include
servicing, spares and planned maintenance
solutions, combined with in-depth technical

support throughout the long operational life of
a Cochran boiler and it’s ancillary equipment.

Wood Fired Boilers

Cochran have developed a range of three pass horizontal wet back boilers to
meet the special demands of customers who have access to wood and wood-
based biomass for use as fuel. Every wood fired Cochran boiler has been
designed to combine a high efficiency with the most cost-effective use of fuel. 

Wood firing in its various forms requires an individualised approach to the
boiler’s design reflecting the widely varying calorific values, moisture content
and ashing levels of the fuel. As a result every boiler is tailored to meet client’s
unique needs by Cochran using state-of-the-art CAD technology.

Cochran Wood Fired Boilers can also be supplied with oil or gas burners as a
backup energy source, ensuring sufficient steam is raised even when the wood
primary fuel is unavailable.

Wood Fired Boiler Ratings
OF&A 100oC: From 1000 kg/hr to 6000 kg/hr.

Wood Fired Boiler Features
OThe Design: Cochran Wood Fired units are three pass conventional
wetback boilers. The robust design is manufactured to EN12953 and
equivalent international standards for a long, efficient working life.

OAccess:Hinged Smoke box doors provide safe and easy entry to tube
passes for inspection and maintenance. Access doors are provided for
inspection of the water side of the boiler.

OInsulation: 100mm thick insulation and zintec cladding ensures
minimum heat loss from boiler shell.

OQuality Manufacturing: As with every Cochran product, procedures are
carried out to stringent, independently audited ISO9001 standards.
Boilers are also third-party insurance inspected prior to dispatch.

OSupport: Every Cochran boiler benefits from a comprehensive after sales
service, with full spares support and international coverage.

Energy Solutions Worldwide



F&A 100ºC (212ºF) kg/h 6000 5000 4000 3000 2000 1000

kW/h 3750 3135 2510 1880 1255 630

Dimensions A mm 6250 6225 6090 5940 5590 5150

B mm 3660 3440 3090 2850 2680 2300

C mm 1830 1720 1545 1425 1340 1150

D mm 2250 2120 1900 1780 1680 1480

E mm 4710 4430 4065 3755 3585 3125

Safety Valve Dia. mm 125 100 100 80 65 50

Safety Valve Outlet Dia. mm 80 65 65 50 50 32

Feed Check Value Dia. mm 40 40 40 40 25 25

Blowdown Value Dia. mm 50 50 50 50 50 32

Feed Pump Connection mm 32 32 32 25 25 25

Boiler Weight-Empty kg 33650 29325 22405 15200 14750 12670

Weight Operating kg 57390 50590 39220 29200 26300 20950

Weight fully flooded kg 62970 56300 43620 36300 39300 22765

All the above dimensions are based on a boiler operating pressure of 10.34 Barg. Designs also available up to 25 bar.
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Cochran Wood Fired Boilers
OPackaged Boilers:Wood fired boilers are supplied in packaged mode and include the supply of Fire grate or stoker, Induced draught
fan, Boiler valves, Controls’ and Boiler feed pump.

OCombustion Equipment: The boiler is fitted with a Hand Fired Fixed Grate Stoker. This is a low cost proven design featuring a fire bar
which provides a high ratio of cooling surface to burning area.
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